SANTEKS

TEKSTIL MAKINELERI

FULL AUTOMATIC
TIPPING MACHINE

B Pic, Servo Control System And
Operator Display

B Acetate, Pvc, Written Acetate, Bag
Cardboard, Tipping Feature

B Mold Sizes Between 2.2 / 6.5 Mm

B Machine Speed in Hour 2000/2500

B Acetate Size 0,1 Sensitive Adjustment
B Error Screen With Picture And Text

B Temperature Control With 5
Degree Precision

B Automatic Acetone Adjustment
System

B Sensor Systems That Can Read

| Cord And Acetate Safety Sensors

B Cord Count Tracking On Plc Screen

B Management Planing System

B Adjustable On-screen Motion Tracking

B Special Piston / Coolant Hydraulic System

FULL AUTOMOTIC TIPPING MACHINE B
TAM OTOMATIK UCLAMA MAKINESI
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TAM OTOMATIK
UGLAMA MAKINES]

B Plc, Servo Kontrol Sistemi Ve
Operatér Ekrani

B Asetat, Pvc, Yazil Asetat, Canta Kardonu,
Ucglama Ozelligi

B 2,2/6,5 Mm Arasinda Kalip OIgUIeri
B Makine Hizi Saatte 2000/2500
B Asetat Boyu 0,1 Hassasiyetle Ayarlama

B Resimli Ve Yazili Olarak Gosterilen Hata
Ekrani
B 5 Derece Hasssiyetle Isi Kontrolii

B Otomatik Aseton Ayarlama Sistemi
B Okuyabilen Sensor Sistemleri

| Kordon Ve Asetat Emniyet
Sensorleri

B Pic Ekranda Kordon Sayisi Takibi

B Uretim Planlama Sistemi

B Ekrandan Ayarlanabilir Hareket Takibi
B Ozel Piston / Sogutucu Hidrolik Sistem
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